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Before beginning assembly, please read these instructions thoroughly!
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Thank you for purchasing this set. Before installation, please
carefully read and follow the instructions on this sheet in
conjunction with the instruction manual in your MINI-Z AWD.
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Installing this item supports forward-back movement of the rear suspension and
minimizes play. Also, ball stud height can be adjusted with upper rod length to
change the characteristics of rear suspension.
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CAUTION assembling or disassembling the Assemble left and right X Must be purchased )@l Assemble as many
\ chassis. sides the same way. separately! times as specified.
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Tools : Must be prepared
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*A Phillips Screwdriver (Precision type or a small sized)
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A and B screws can be removed and replaced with ball studs.
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Height of ball stud A can be adjusted by inserting spacers.
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Screw in ball studs with included hex wrench.
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Turnbuckle
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The side with the line has reverse thread.
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Adjust length of upper arm to distance between ball studs.
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Push until it snaps in.
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Rotate turnbuckles with included hex wrench so
suspension moves smoothly.
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@ Upper Rod End Set (No.MDW110-1 : sold separately)

@ Set Contents

P> Upper Rod (short) for 1 car
Spare part for No.MDW110
P> Upper Rod (long) for 1 car
For LL wheelbase, position of front ball studs can be changed to C.
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*SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
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